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(2) All references to April 22, 1994 
shall be replaced with August 18, 1995. 

(3) All references to December 31, 1992 
shall be replaced with July 15, 1994. 

(4) All references to the compliance 
dates specified in § 63.100 of subpart F 
shall be replaced with § 63.640 (h) 
through (m). 

(5) All references to § 63.150 in § 63.119 
of subpart G of this part shall be re-
placed with § 63.652. 

(6) All references to § 63.113(a)(2) of 
subpart G shall be replaced with 
§ 63.643(a)(2) of this subpart. 

(7) All references to § 63.126(b)(1) of 
subpart G shall be replaced with 
§ 63.422(b) of subpart R of this part. 

(8) All references to § 63.128(a) of sub-
part G shall be replaced with § 63.425, 
paragraphs (a) through (c) and (e) 
through (h) of subpart R of this part. 

(9) All references to § 63.139(d)(1) in 
§ 63.120(d)(1)(ii) of subpart G are not ap-
plicable. For sources subject to this 
subpart, such references shall mean 
that 40 CFR 61.355 is applicable. 

(10) All references to § 63.139(c) in 
§ 63.120(d)(1)(ii) of subpart G are not ap-
plicable. For sources subject to this 
subpart, such references shall mean 
that § 63.647 of this subpart is applica-
ble. 

(e) When complying with the inspec-
tion requirements of § 63.120 of subpart 
G of this part, owners and operators of 
storage vessels at existing sources sub-
ject to this subpart are not required to 
comply with the provisions for gaskets, 
slotted membranes, and sleeve seals. 

(f) The following paragraphs (f)(1), 
(f)(2), and (f)(3) of this section apply to 
Group 1 storage vessels at existing 
sources: 

(1) If a cover or lid is installed on an 
opening on a floating roof, the cover or 
lid shall remain closed except when the 
cover or lid must be open for access. 

(2) Rim space vents are to be set to 
open only when the floating roof is not 
floating or when the pressure beneath 
the rim seal exceeds the manufactur-
er’s recommended setting. 

(3) Automatic bleeder vents are to be 
closed at all times when the roof is 
floating except when the roof is being 
floated off or is being landed on the 
roof leg supports. 

(g) Failure to perform inspections 
and monitoring required by this sec-

tion shall constitute a violation of the 
applicable standard of this subpart. 

(h) References in §§ 63.119 through 
63.121 to § 63.122(g)(1), § 63.151, and ref-
erences to initial notification require-
ments do not apply. 

(i) References to the Implementation 
Plan in § 63.120, paragraphs (d)(2) and 
(d)(3)(i) shall be replaced with the Noti-
fication of Compliance Status report. 

(j) References to the Notification of 
Compliance Status report in § 63.152(b) 
shall be replaced with § 63.654(f). 

(k) References to the Periodic Re-
ports in § 63.152(c) shall be replaced 
with § 63.654(g). 

(l) The State or local permitting au-
thority can waive the notification re-
quirements of §§ 63.120(a)(5), 63.120(a)(6), 
63.120(b)(10)(ii), and 63.120(b)(10)(iii) for 
all or some storage vessels at petro-
leum refineries subject to this subpart. 
The State or local permitting author-
ity may also grant permission to refill 
storage vessels sooner than 30 days 
after submitting the notifications in 
§§ 63.120(a)(6) or 63.120(b)(10)(iii) for all 
storage vessels at a refinery or for indi-
vidual storage vessels on a case-by-case 
basis. 

[60 FR 43260, Aug. 18, 1995, as amended at 61 
FR 29880, June 12, 1996; 62 FR 7939, Feb. 21, 
1997] 

§ 63.647 Wastewater provisions. 
(a) Except as provided in paragraph 

(b) of this section, each owner or oper-
ator of a Group 1 wastewater stream 
shall comply with the requirements of 
§§ 61.340 through 61.355 of 40 CFR part 
61, subpart FF for each process waste-
water stream that meets the definition 
in § 63.641. 

(b) As used in this section, all terms 
not defined in § 63.641 shall have the 
meaning given them in the Clean Air 
Act or in 40 CFR part 61, subpart FF, 
§ 61.341. 

(c) Each owner or operator required 
under subpart FF of 40 CFR part 61 to 
perform periodic measurement of ben-
zene concentration in wastewater, or 
to monitor process or control device 
operating parameters shall operate in a 
manner consistent with the minimum 
or maximum (as appropriate) per-
mitted concentration or operating pa-
rameter values. Operation of the proc-
ess, treatment unit, or control device 
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resulting in a measured concentration 
or operating parameter value outside 
the permitted limits shall constitute a 
violation of the emission standards. 
Failure to perform required leak moni-
toring for closed vent systems and con-
trol devices or failure to repair leaks 
within the time period specified in sub-
part FF of 40 CFR part 61 shall con-
stitute a violation of the standard. 

§ 63.648 Equipment leak standards. 
(a) Each owner or operator of an ex-

isting source subject to the provisions 
of this subpart shall comply with the 
provisions of 40 CFR part 60 subpart VV 
and paragraph (b) of this section except 
as provided in paragraphs (a)(1), (a)(2), 
and (c) through (i) of this section. Each 
owner or operator of a new source sub-
ject to the provisions of this subpart 
shall comply with subpart H of this 
part except as provided in paragraphs 
(c) through (i) of this section. 

(1) For purposes of compliance with 
this section, the provisions of 40 CFR 
part 60, subpart VV apply only to 
equipment in organic HAP service, as 
defined in § 63.641 of this subpart. 

(2) Calculation of percentage leaking 
equipment components for subpart VV 
of 40 CFR part 60 may be done on a 
process unit basis or a sourcewide 
basis. Once the owner or operator has 
decided, all subsequent calculations 
shall be on the same basis unless a per-
mit change is made. 

(b) The use of monitoring data gen-
erated before August 18, 1995 to qualify 
for less frequent monitoring of valves 
and pumps as provided under 40 CFR 
part 60 subpart VV or subpart H of this 
part and paragraph (c) of this section 
(i.e., quarterly or semiannually) is gov-
erned by the requirements of para-
graphs (b)(1) and (b)(2) of this section. 

(1) Monitoring data must meet the 
test methods and procedures specified 
in § 60.485(b) of 40 CFR part 60, subpart 
VV or § 63.180(b)(1) through (b)(5) of 
subpart H of this part except for minor 
departures. 

(2) Departures from the criteria spec-
ified in § 60.485(b) of 40 CFR part 60 sub-
part VV or § 63.180(b)(1) through (b)(5) 
of subpart H of this part or from the 
monitoring frequency specified in sub-
part VV or in paragraph (c) of this sec-
tion (such as every 6 weeks instead of 

monthly or quarterly) are minor and 
do not significantly affect the quality 
of the data. An example of a minor de-
parture is monitoring at a slightly dif-
ferent frequency (such as every 6 weeks 
instead of monthly or quarterly). Fail-
ure to use a calibrated instrument is 
not considered a minor departure. 

(c) In lieu of complying with the ex-
isting source provisions of paragraph 
(a) in this section, an owner or oper-
ator may elect to comply with the re-
quirements of §§ 63.161 through 63.169, 
63.171, 63.172, 63.175, 63.176, 63.177, 63.179, 
and 63.180 of subpart H of this part ex-
cept as provided in paragraphs (c)(1) 
through (c)(10) and (e) through (i) of 
this section. 

(1) The instrument readings that de-
fine a leak for light liquid pumps sub-
ject to § 63.163 of subpart H of this part 
and gas/vapor and light liquid valves 
subject to § 63.168 of subpart H of this 
part are specified in table 2 of this sub-
part. 

(2) In phase III of the valve standard, 
the owner or operator may monitor 
valves for leaks as specified in para-
graphs (c)(2)(i) or (c)(2)(ii) of this sec-
tion. 

(i) If the owner or operator does not 
elect to monitor connectors, then the 
owner or operator shall monitor valves 
according to the frequency specified in 
table 8 of this subpart. 

(ii) If an owner or operator elects to 
monitor connectors according to the 
provisions of § 63.649, paragraphs (b), 
(c), or (d), then the owner or operator 
shall monitor valves at the frequencies 
specified in table 9 of this subpart. 

(3) The owner or operator shall decide 
no later than the first required moni-
toring period after the phase I compli-
ance date specified in § 63.640(h) wheth-
er to calculate the percentage leaking 
valves on a process unit basis or on a 
sourcewide basis. Once the owner or op-
erator has decided, all subsequent cal-
culations shall be on the same basis 
unless a permit change is made. 

(4) The owner or operator shall decide 
no later than the first monitoring pe-
riod after the phase III compliance 
date specified in § 63.640(h) whether to 
monitor connectors according to the 
provisions in § 63.649, paragraphs (b), 
(c), or (d). 
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